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Ugelli Cono Pieno

Un'ampio assortimento di ugellia Cono Pieno SPRAYTECS ¢ presente in
queste pagine, individuati fra i pit impiegati nella maggior parte dei processi
industriali standard e per l'industria antincendio.

Allo scopo di agevolarvi nella scelta del prodotto pit adatto alle vostre necessita,
sono presentati i codici completi dei nostri ugelli a Cono Pieno e per ognuno
sono indicati dimensioni, prestazioni ed altre caratteristiche utili durante la
progettazione e/o la sostituzione di ugelli gia utilizzati in passato.

Gli ugelli a Cono Pieno SPRAYTECS sono normalmente disponibili in ottone,
acciaio AISI 316 e AISI 303, ma per adeguate quantitd su richiesta possono
essere realizzati anche in altri materiali quali ad esempio Teflon, PVC,
Polypropylene, efc.

Questi ugelli a Cono Pieno hanno un ampio campo di applicazioni, un efficiente
progetto e dimensioni compatte, un fattore che pu6 essere importante per le
vostre esigenze progettuali.

Verificare con SPRAYTECS riguardo a criticita su dimensioni,
pressione, portata, caratteristiche dei fluidi impiegati nelle vostre
applicazioni.

i di realizzazione degli ugelli devono sempre essere
compatibili con la composizione chimica dei fluidi impiegati nei
vostri processi.

Gli angoli di spruzzo possono variare in base alla pressione di esercizio. Contattare SPRAYTECS per ottenere dati precisi nelle applicazioni che
presentano criticita.

Contattateci per quotazioni di ugelli di dimensioni o materiali non presenti in questo catalogo, ma simili a quelli qui presentati.

L' immagine a sinistra rappresenta la forma dello spruzzo di questi ugelli.

FULL CONE NOZZLES - 1/8"

DIMENSIONS & WEIGHT DATA: |

WEISHT DIMENSIONS
Brass 15g (0,52 0z A = WS
Stainless Steel | 14g (049 Oz 19,5 mm 0,77 " 7 mm 0,28 " 12 mm 047 "
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1/3/2014 spraytecs.com - Ugelli Cono Pieno
FULL CONE NOZZLES - 1/8" - 45°

PERFORMANCE DATA: | Flow Rate Capacity

(3bar) @ @ |factor|1 bar 10 psi|2 bar 30 psi|3 bar 40 psi|4 bar 60 psi|5 bar 70 psi|6 bar 90 psi|7 bar 100 psi
Codes: I.Conn.| Ang.” oOrif. Free| K |LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GFM|LPM GPM [Conn. Mater.
UP1EM112MBE1 1/8" | 45 L] Le|o7 o7 003 1 027 1,2 0,29 1,4 0,38 1,5 04| 1,7 046 1.8 048| M | 303 35
UP18M112MB5 | 1/8" | 45 1] L0707 013 1 0,27 1,2 0,29 1,4 0,38 1,5 04| 1,7 0,46 1,8 048| M [316L 35
UP18M112MT1 1/8"| 45 L] Lo|o7|o7 0403 1 027 1,2 0,29 1.4 0,38 1,5 04| 1,7 046 1.8 048 M Brass
UP1EM119MBE1 178" 45 | 1,3 [ 1,2 1 1,0 0,20( 1,6 04219 05| 2,2 06025 06| 2,7 0,73|2,9 0,76 M | 303 35
UP18M119MB5 | 1/8" | 45 | 1,3 [ 1,2 1 1,0 0,20 1,6 0.42| 1,9 05| 2,2 06025 06| 2,7 0,73|2,9 0,76 M |316L S5
UP1EM119MT1 178" 45 | 1,3 [ 1,2 1 1,0 0,20 1,6 042 1,9 05| 2,2 06025 06| 2,7 0,73/2,9 0,76 M Brass
UP1E8M124MBE1 1/8" | 45 | 1,5 1,3 | 1.4 | 1,4 0,25 2 0,53 24 0,58 2,8 0,76 3.1 0.8| 3,4 0.,93| 3,7 09| M | 303 35
UFP18M124MB5 | 1/8"| 45 | 15|13 |14 | 1,4 025 2 0,53| 2.4 0,58| 2,8 0,76 3,1 0.8| 3,4 093] 3,7 0,96| M |316L SS
UP18M124MTH1 1/8"| 45 | 1,513 | 14|14 025 2 0,53 24 0,58 2,8 0,76 3.1 0,8| 3.4 0.93| 3,7 09| M Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.

FULL CONE NOZZLES - 1/8" - 60°
PERFORMANCE DATA: Flow Rate Capacity

(3bar) @ @ |factor|1 bar 10 psi |2 bar 30 psi|3 bar 40 psi|4 bar 60 psi|5 bar 70 psi|6 bar 90 psi|7 bar 100 psi
Codes: I.Conn.| Ang.” Orif. Free| K |LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GFM|LPM GPM [Conn.| Mater.
UF18Q112MB1 1/8"| 60 | 1,2| 0.8 |0, 7|07 03] 1 0,27 1,2 029 1.4 0,38( 1,5 04| 1,7 0.46| 1,8 048 M | 303 35
UF18Q112MBS 1/8"| 60 | 1,2|0.8|0,7| 0,7 003 1 0,27 1,2 0,29| 1,4 0,38| 1,5 0.4 1.7 0.46| 1.8 048| M |316L 35
UP18Q112MT1 1/8"| 60 (12|08 0,7| 0,7 013 1 0,27 1,2 0,29 1,4 0,38( 1,5 04| 1,7 046/ 1,8 048| M Brass
UF18Q119MB1 1/8" | 60 | 1,4 [ 11 1 1,0 0,20 1,6 0,42 1,9 0,46| 2,2 0,60 2,5 06| 2,7 0,73 2,9 0,76 M | 303 35
UF18Q119MBS 1/8" | 60 | 1,4 1,1 1 1,0 0,20 1,6 0,42| 1,9 0,46| 2,2 0,60 2,5 06| 2,7 0,731 2,9 0,76 M |316L 35
UP18Q119MT1 1/8"| 60 [ 1.4 11 1 1,0 0,20 1,6 0,42 1,9 0,46| 2,2 0,60( 2,5 06| 2,7 0,73|2,9 0,76 | M Brass
UF18Q124MB1 1/8"| 60 | 16|12 | 14|14 025 2 0,53 24 06|28 0,763,101 08| 3.4 09337 09| M |303 35
UF18Q124MBS 1/8"| 60 |16 1,2 | 14|14 0,25 2 053] 24 06| 2,8 0,76| 3.1 0.8 3,4 093] 3,7 09| M |316L 35
UP18Q124MT1 1/8"| 60 | 16|12 | 14|14 0,25 2 053] 24 0,6| 2,8 0,76 3.1 08| 3,4 0.,93| 3,7 09| M Brass
UF18Q137MB1 1/8"| 60 |2,0( 14| 2 (2,0 0,39 3 0,82 3,7 0,90| 43 17|48 1,2|52 1,43|57 1.48| M | 303 35
UP18Q137MB5 1/8"| 60 (2,0(1,4| 2 | 2,0 0,39 3 0,82 3,7 0,80 4,3 11748 1,252 14357 1,48 M [316L 5SS
UP18Q137MT1 1/8"| 60 |2,0( 14| 2 (2,0 0,39 3 0,82 3,7 0,90| 43 107|488 1,2|52 1,43|57 148 M Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.

FULL CONE NOZZLES - 1/8" - 95°
PERFORMANCE DATA: Flow Rate Capacity

(3bar) @ @ |factor|1 bar 10 psi |2 bar 30 psi|3 bar 40 psi|4 bar 60 psi|5 bar 70 psi|6 bar 90 psi|7 bar 100 psi
Codes: I.Conn.| Ang.” Orif. Free| K |LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GFM|LPM GPM [Conn.| Mater.
UP18V112MBE1 1/8"| 95 |1,2|0.8 |0, 7|07 03] 1 027 1,2 0,29 1.4 0,38( 1,5 04| 1,7 0.46| 1,8 048 M | 303 35
UP18V112MB5 1/8"| 95 (1,2|08|0,7| 0,7 013 1 0,27 1,2 0,29 1,4 0,38( 1,5 04| 1,7 046 1,8 048 M |316L 35S
UP18V112MT1 1/8"| 95 |1,2|0.8 |0, 70,7 03] 1 0,27 1,2 0,29 1,4 0,38 1,5 04| 1,7 0.,46| 1,8 048 M Brass
UP18V119MBE1 1/8" | 95 | 1,412 | 10|10 0,20| 1,6 042 1,8 046 2,2 06025 06| 2,7 0,73 2,9 076 M | 303 35
UP18V119MB5 1/8"| 95 (1,4 1,2 |1,0]1,0 0,20] 1,6 0,42 1,9 0.,46| 2,2 0,60(2,5 06| 2,7 0,73 2,9 0,76 M |316L 35S
UP18V119MT1 1/8"| 95 | 1412|1010 0,20| 1,6 0,42 1,9 0.46| 2,2 0,60(2,5 06| 2,7 0.73| 2,9 076 M Brass
UP18V124MBE1 1/8" | 85 | 1,6 1,3 | 14|14 0,25 2 0,53 24 0,6| 28 0,76 3.1 0.8| 3,4 0.93|3,7 09| M |303 35
UP18V124MB5 1/8"| 95 (1,6 1,3 |14 1,4 0,25 2 0,53 24 0,6 2,8 0,76 3,1 0,8 3,4 0.933,7 09| M |316L 35S
UP18V124MT1 1/8"| 95 | 16|13 |14 |14 0,25 2 0,53 24 0,6| 2,8 0,76 3,1 08| 3,4 0.,93|3,7 09| M Brass
UP18V137MB1 1/8"| 95 |2,0( 14|20 |21 0,39 3 0,82 3,7 0,90 43 17|48 1,2|52 1,43|57 1.48| M | 303 35
UP18V137MB5 1/8"| 95 (2,0 1,4 |20 |21 0,39 3 0,82 3,7 0,90 4,3 11748 1,252 14357 1,48 M |316L SS
UP18V137TMT1 1/8"| 95 |2,0( 14|20 |21 039 3 0,82 3,7 0,90| 43 1,748 1,2|52 1,43|57 148 M Brass

Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads
To receive BSPP thread version don't add suffix to the code. NT for NPT threads.
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1/3/2014 spraytecs.com - Ugelli Cono Pieno

FULL CONE NOZZLES - 1/8" - 120°

PERFORMANCE DATA: | Flow Rate Capacity
(3bar) @ @ |factor|1 bar 10 psi|2 bar 30 psi|3 bar 40 psi|4 bar 60 psi|5 bar 70 psi| 6 bar 90 psi|7 bar 100 psi

Codes: I.Conn.| Ang.® Orif. Free| K |LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GPM |Conn.| Mater.
UFP18W112ME1 1/8" | 120 (12|08 |0, 7| Q.7 03| 1,0 0,27 1,2 03| 1.4 03815 04| 1,7 046 1.8 048 M |303 35
UP18W112MBS | 1/8" | 120 (1,2 | 08| 07| Q7 03] 1,0 0,27 1,2 03| 1.4 0,38( 1,5 04| 1,7 046/ 1,8 048 M [316L S5
UP18W112MT1 /8" 120 | ,2| 08|07 0,7 03| 1,0 0,27 1,2 0,3 1,4 0,38(1,5 04| 1,7 0,46 1,8 048 | M Brass
UP18W11aMB1 1/8" | 120 [ 1,5 1.0 | 1,0 | 1,0 0,20| 1,6 0,42 1,9 0.46| 2,2 0,60| 2,5 0.6| 2.7 073 2.9 0,76 M | 303 35
UP18W119MBS | 1/8" | 120 [ 1,5( 1,0 | 1,0 | 1,0 0,20] 1.6 ©,42]| 1,9 0.,46| 2,2 0,60 2,5 06| 2,7 0,73 2,9 0,76 M [316L S5
UP18W119MT1 1/8" | 120 | 1,5 1,0 | 1,0 1,0 0,20| 1,6 0,42 1,9 0,46 2,2 0,60 2,5 06| 2,7 0,73|2,9 0,76 | M Brass
UP18W124MB1 1/8" | 120 (1.6 1.2 | 1.4 | 1.4 0,25| 2,0 0,53 2.4 0.6 2.8 0.,76| 3.1 0.8| 3.4 0.93|3.7 09| M | 303 385
UP18W124MBS | 1/8" | 120 [ 16| 1,2 | 1.4 | 1.4 0,25| 2,0 ©,53] 2,4 0,6 2,8 0,76 3.1 0.8 3,4 093] 3,7 09| M [316L S5
UP18W124MT1 /8" 120 | 1,6 | 1,2 | 1,4 1,4 0,25| 2,0 053] 24 06| 2,8 0,76 3,1 08| 3,4 0,93 3,7 09| M Brass
UP18W137TMB1 1/8" | 120 | 21| 1.4 | 20| 21 0,3%9] 3,0 0,82 3,7 0,90 43 117| 4.8 1,2| 5.2 14357 1,48 M |303 385
UP18W137MBS | 1/8" | 120 [ 21| 1.4 | 21| 21 0,39] 3,0 ©,82] 3,7 0,90 43 11748 1,252 14357 1,48 M [316L 5SS
UP18W137MT1 1/8" | 120 | 21| 1.4 | 20|21 0,39 3,0 0,82| 3,7 0,90 43 11748 1,252 14357 148 M Brass

Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads
To receive BSPP thread version don't add suffix to the code. NT for NPT threads.

FULL CONE NOZZLES - 1/4"
DIMENSIONS & WEIGHT DATA: |

WEIGHT DIMENSIONS
Brass 17g |06 Oz A =3 WS
Stainless Steel | 16,1 g |0,57 Oz 22 mm 0,87 " 10 mm 0,39 " 14 mm 055 "

FULL CONE NOZZLES - 1/4" - 45°

PERFORMANCE DATA: | Flow Rate Capacity

(3bar) @ @ |factor [1 bar 10 psi (2 bar 30 psi[3 bar 40 psi |4 bar 60 psi|5 bar 70 psi |6 bar 90 psi|7 bar 100 psi
Codes: .Conn. Ang.® Orif. Free| K |LPM GPM |LPM GPM|LFM GPM |LPM GFM|LPM GFM|LFM GPM|LFM GPM|Conn.| Mater.
UP14M137MB1 /4" 45 (2018|201 (21 039| 3 0,82(3,7 0,90 |43 1,17 48 1.2 |52 1,43|57 1,48 M (303 35
UFP14M137MBS /4" 45 |20 18| 20 (20 0,39 ] 3 0,82(3,7 09043 10748 1,2] 52 1,43[57 1.48| M |316L 35
UP14M137MT1 1/4"| 45 |20(18| 21|21 03%9| 3 0,82(3,7 0,90 |43 1,17 48 1,252 14357 1,48| M | Brass
UFP14M147MB1 /4" 45 | 2,1 2,0 2,7 (2.7 0,49 | 3.8 1,05 47 1,4 |54 1.48| 61 1.6 | 67 1,81|7.2 1,88| M (303 35
UP14M147MBS /4" 45 | 2,1 |2,0| 2,7 (2,7 0,49 3,8 1,05(47 1,14 |54 148\ 61 1.6 6,7 18172 1,88 M [316L 35
UFP14M147MT1 1/4"| 45 | 2.1 2,0 2,7 |27 0,49 | 3.8 1,05 47 1,14 |54 148 61 1.6 | 67 1.81|7.2 1,88| M | Brass
UP14M166MB1 1/4"| 45 | 2,5(2,2| 3.8 (3.8 0,69 |54 1.47|66 1,60 |76 2,08 85 22|93 2,55(10,1 2,63| M |303 85
UF14M166MBS /4" 45 |2,5(2.2| 3.8 (3.8 0,69 |54 14766 1,60 7.6 2,08 85 2.2 93 2,55[10.1 2.63| M |316L 35
UP14M166MT1 1/4"| 45 | 2,5(2,2| 3.8 3.8 0,69 |54 1.47|66 1,60 |76 2,08 85 22|93 2,55(10,1 2,63| M | Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.
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1/3/2014 spraytecs.com - Ugelli Cono Pieno

FULL CONE NOZZLES - 1/4" - 60°

PERFORMANCE DATA: | Flow Rate Capacity

@ba) @ @ |factor |1 bar 10 psi [2 bar 30 psi|3 bar 40 psi |4 bar 60 psi|S bar 70 psi |6 bar 90 psi|7 bar 100 psi
Codes: l.Conn. Ang.® Orif. Free| K |LPM GPM |LPM GPM|LFM GPM |LPM GFM|LPM GFM|LFM GPM|LPM GPMConn.| Mater.
UP14Q129MB1 /47 &0 | 1,8 | 1,3 1,7 | 1,7 0,30 2,4 0,65(29 0,70 | 3,3 0,91 3,7 1 41 1,12 4.4 1,06 M [303 35S
UF14Q129MB5 /4" 60 | 1.8 [ 13| 1,7 [1.7 0,30| 2.4 06529 0.70 | 3.3 0,91 3.7 1 41 1,12 4.4 1.16| M [316L 55
UP14Q120MT1 /4" &0 | 1,8 | 1,3 1,7 | 1,7 0,30 2,4 0,65(29 0,70 | 3,3 0,91 3,7 1 41 102144 1,06 M | Brass
UP14Q137MB1 1/4" | 60 2 | 142121 03930 082|137 090 |43 117|48 1,252 1,43|57 1,48 M |303 55
UF14Q137MBS 1/4" | &0 2 | 42121 03930 08237 090 |43 147|48 1,252 14357 1,48 M [316L 55
UP14Q137MT1 1/4"| &0 2 | 14|21 )21 0,39)3,0 08237 09|43 117|48 1,252 143|557 1,48 M | Brass
UF14Q147ME1 /4" 60 |24 (1,9 2,7 (2.7 0,49 3.8 1,05(47 194 |54 1.48| 61 1.6 ] 67 1.81|7.2 1,88| M |303 S5
UP14Q147MB5 /47| 60 | 24| 1,9| 2,7 (2,7 0,49 | 3,8 1,05(47 1,14 |54 14861 1,6 6,7 1,81|7,2 1,88| M |316L S5
UFP14Q147MT1 1/4"| 60 |24 (19|27 (2.7 0.49| 3.8 1,05(47 1.4 |54 148|661 1.6 | 6,7 1.81|7.2 1,88| M | Brass
UP14Q166MB1 /4" &0 | 2,7 2 | 3.8 (3.8 0,69 |54 1.47|6,6 1,60 |76 2,08|85 2,2/( %93 2,55(10,1 2,63| M |303 35S
UP14Q166MB5 /4" 60 |27 2 | 3.8(3.8 0.69 |54 14766 1.60|7.6 2,08 85 2.2 9.3 2,55/10.1 2.63| M [316L S5
UFP14Q166MT1 /4" &0 2,7 2 | 3.8 (3.8 0,69 |54 14766 1,60 |76 2,08) 85 2,293 2,55|10,1 2,63| M | Brass
UP14Q183MB1 1/4"| 60 | 3,2|2,8| 4,8 (48 087|638 18583 2,001 |9,6 2,62\10,7 2,7 | 1.7 3,20[12,7 3,31| M [303 S5
UF14Q183MBS /4" &0 | 3,2 |2.8| 4.8 (48 0,87 |68 1,85(83 2,01 |96 2,62|10,7 2,7 | 1.7 3,20|12,7 3.31| M (316L SS
UP14Q183MT1 1/4"| &0 | 3,22,8| 4,8 (4,8 0,87 | 6,8 1.85|83 20196 262/10,7 2,7 11,7 3,20(12,7 3.31| M | Brass
UF14Q210ME1 1/4"| 60 | 34| 3 |61 (61 1,10 |86 2,34(10,5 2,55 [12.1 3,31|13.6 3,5 | 143 4,05(16,0 4,19| M |303 S5
UP14Q210MB5 /47| &0 | 3,4 3 | 6,1 (6,1 1,10 | 86 2,34[10,5 2,55 [12,1 3,31(13,6 3,5 (14,8 4,05(16,0 4,19| M |316L SS
UF14Q210MT1 1/4"| 60 | 3.4 3 | 6.0 (61 1,00 |86 2,34(10,5 2,55 [12.1 3.31|13.6 3,5 | 143 4,05/16,0 4,19| M | Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for MPT threads.
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FULL CONE NOZZLES - 1/4" - 95°

PERFORMANCE DATA:

spraytecs.com - Ugelli Cono Pieno

Flow Rate Capacity

(3bar) @ @ |factor [1 bar 10 psi (2 bar 30 psi[3 bar 40 psi |4 bar 60 psi|5 bar 70 psi |6 bar 90 psi|7 bar 100 psi
Codes: .Conn. Ang.® oOrif. Free| K |LPM GPM |LPM GPM|LPM GPM |LPM GFM|LPM GPM|LPM GPM|LPM GPM|Conn.| Mater.
UP14V129MB1 /4" 95 | 1,8 | 1,3 | 1,7 | 1,7 0,30| 2,4 0,65(29 0,70 | 3,3 0,91 3,7 1 41 1,12 4.4 1,06 M [303 35S
UP14V129MB5 1/4" 95 | 1,8 | 1,3 | 1,7 | 1,7 0,30 2.4 0,65(29 0,70 | 3,3 0,91 3,7 1 41 1,121 4.4 16| M (3leL 35S
UP14V129MT1 1/4" 95 | 1,8 | 1,3 | 1,7 | 1,7 0,30 2,4 0,65|29 0,70 3,3 0,91 3,7 1 41 1,12 44 1,16| M | Brass
UP14V137MB1 1/4"| 95 |20 14| 21|21 0,39 3 0,82|37 090 |43 11748 1,2 |52 143|577 1,48 M |303 35
UP14V137MB5 1/4"| 95 | 2,014 21|21 0,3%9| 3 0,82|3,7 090|433 117|4,8 1,252 1,43|5,7 1,48 M [316L 35S
UP14V137MT1 1/4"| 95 |20 14| 21|21 0,39 3 0,82|37 09043 1,17 48 1,2 |52 143(57 1,48 M | Brass
UP14V147MB1 1/4"| 95 | 2,3 | 1,8 | 2,7 | 2,7 0,49 | 3,8 1,05| 47 114 |54 1,48| 61 1.6 | 6,7 1,81 7,2 1,88] M [303 5SS
UP14V147MB5 1/4"| 95 | 23| 1,8| 2,7 (2,7 0,49 | 3,8 11,0547 1,14 |54 14861 16| 6,7 1,81|7,2 1,88| M |316L SS
UP14V147MT1 1/4" 95 | 2,3 1,8 2,7 [2,7 0,49 | 3,8 1,05| 47 1,14 |54 1.48| 6,1 16| 67 1,81|7.2 1,88| M | Brass
UP14V166MB1 1/4"| 95 | 2,7 2,0 3,8 13,8 069 |54 1,47|66 1,60 |76 2,08/85 2,293 2,55/10,1 2,63| M [303 35S
UP14V166MB5 1/4"| 95 | 2,7 2,0 3.8 [3.8 0,69 |54 1.47|66 1,60 |7.6 2,08 85 2,2/ 93 2,55(10.,1 2,63| M |316L S5
UP14V166MT1 1/4"| 95 | 2,7 2,0 3,8 13,8 0,69 |54 147|66 1,60 | 7,6 2,08| 8,5 2,2 9,3 2,55|10,1 2,63| M | Brass
UP14V183MB1 1/4"| 95 | 3,3(2,0| 4.8 (4.8 0,87 | 6,8 1.,85|8,3 2.01|9.6 2,62|10,7 2,7 (11,7 3,20(12,7 3.31| M |303 35
UP14V183MB5 1/4"| 95 | 3,3 2,0 4.8 |48 087 |6,8 1,85|8,3 2,01 | 9,6 2,62|10,7 2,7 | 1,7 3,200112,7 3,31 M [316L 35S
UP14V183MT1 1/4"| 95 | 3,3|2,0]| 4.8 4.8 0,87 | 6,8 1.85|8,3 2.01|9.6 2,62|10,7 2,7 | 1,7 3,20(12,7 3.31| M | Brass
UP14V210MB1 1/4"| 95 | 3,526 6,1 6,1 1,10 | 86 2,34|10,5 2,55 [12,1 3,31|13,6 3,5 (14,8 4,05(16,0 4,19| M |303 35
UP14V210MB5 1/4"| 95 | 3,5|2,6| 6,1 6,1 1,10 | 86 2,34[10,5 2,55 [12,1 3,31(13,6 3.5 (14,8 4,05(16,0 4,19| M |316L SS
UP14V210MT1 1/4" 95 | 3,526 6,1 6,1 1,10 | 86 2,34|10,5 2,55 [12,1 3,31|13,6 3,5 (14,8 4,05(16,0 4,19| M | Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.

FULL CONE NOZZLES - 1/4" - 120°
PERFORMANCE DATA: | Flow Rate Capacity

@ba) @ @ |factor |1 bar 10 psi |2 bar 30 psi(3 bar 40 psi 4 bar 60 psi|5 bar 70 psi|6 bar 90 psi|7 bar 100 psi
Codes: I.Conn.,Ang.® oOrif. Free| K [LPM GPM |[LPM GPM|LPM GPM (LPM GPM|LPM GPM|LPM GPM|LPM GPM|Conn.| Mater.
UP14W147MB1 /4" 120 | 24 (1.6 2,7 | 2,7 04938 1.,05|47 1,04 |54 148|611 16| 67 1,81| 7.2 1.88| M |303 88
UP14W147MB5 /471 120 | 2,4 1,6 2,7 |2,7 0,49 | 3,8 1,05|47 1,14 |54 1,48| 61 1,6 | 6,7 1,81|7,2 1,88 M |316L 35S
UP14W147MT1 /4" 120 | 24 (1,6 2,7 |2,7 0,49 | 3,8 1.05| 47 1,14 |54 148| 6,1 16| 6,7 1,81| 7,2 1,88 M | Brass
UP14W166MB1 1/4" 120 | 3,0(1,8]| 3,8 |3,8 0,69 |54 147|6,6 1,60 |76 2,08 85 2,293 2,55/10,1 2,63| M |303 S5
UP14W166MB5 1/4" 120 | 3,0(1,8] 3,8 |3,8 0,69 |54 147|666 1,60 |76 2,08)85 2,2| 9,3 2,55[10,1 2,63| M |316L 3S
UP14W166MT1 /4" 120 | 3,0(1,8]| 3,8 |3,8 0,69 |54 147|66 160 |76 2,08/ 85 2,293 2,55/10,1 2,63| M | Brass
UP14W183MB1 /4" 120 | 3,3 (1,9 48 |48 0,87 |6,8 1,85|83 2,001 |9,6 2,62|10,7 2,7 | 11,7 3,20{12,7 3,31| M |303 38
UP14W183MB5 /4" 120 | 3,3 (1,9 4,8 |48 0,87 6,8 1,85|83 2,001 |9,6 2,62|/10,7 2,7 | 11,7 3,20(12,7 3,31| M |316L 35S
UP14W183MT1 /4" 120 | 3,3(1,9| 48 |48 087 |68 1.,85|83 2,001|9,6 2,62|10,7 2,7 | 11,7 3,20{12,7 3,31| M | Brass
UP14W210MB1 /4" 120 | 3,7 2,3 6.1 |61 1,10 | 8,6 2,34|10,5 2,55 | 12,1 3,31|13,6 3,5 | 14,8 4,05{16,0 419 M |303 35
UP14W210MB5 1/47 120 | 3,7 [ 2,3] 6,1 |61 1,10 | 8,6 2,34|10,5 2,55 12,1 3.,31]|13,6 3,5 | 14,8 4,05(16,0 4,19 M |316L 35S
UP14W210MT1 /4" 120 | 3,7 (2,3 61 |61 1,10 | 8,6 2,34|10,5 2,55 | 12,1 3,31|13,6 3,5 | 14,8 4,05/16,0 419 M | Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.
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FULL CONE NOZZLES - 3/8"
DIMENSIONS & WEIGHT DATA: |

WEIGHT DIMENSIONS
Brass 30g (1406 Oz A =2 WS
Stainless Steel| 28,50 | 10z 25 mm 0,98 " 10 mm 0,39 " 17 mm 0,67 "

FULL CONE NOZZLES - 3/8" - 45°

PERFORMANCE DATA: | Flow Rate Capacity

@bar) @ @ |factor |1 bar 10 psi (2 bar 30 psi|3 bar 40 psi 4 bar &0 psi |5 bar 70 psi |6 bar 90 psi|7 bar100 psi
Codes: |.Conn.| Ang.® Orif. Free| K |LPM GPM |[LPM GPM|LFM GPM |LPM GPM |LFM GPM|LPM GPM|LPM GPM Conn| Mater.
UP38M137MB1| 3/8" | 45 | 2,0 1,8 | 2,1 | 2,1 0,39 |3,0 0,82| 3,7 0,50 |43 1,17 |4.8 1,2 |52 1,43|57 1,48 M |303 35
UP38M137MBS5| 3/8" | 45 (2,0 1,8 | 2,1 | 2.1 0,39]3,0 0,82(3,7 0,9 |43 117 |48 1,2 |52 1,43|5.7 1,48| M [316L 35
UP38M137MT1| 3/8" | 45 |2,0| 1,8 | 2,1 | 2,1 0,39|3,0 0,82| 3,7 0,90 |43 1107|488 1,2 |52 1,43|57 148| M Brass
UP38M147MB1| 3/8" | 45 |21 | 2,0 | 2,7 | 2,7 0,49 3,8 1,05| 47 1,14 |54 1,48|61 16|66 1.,81|7.2 1,88 M |303 35
UP38M147MBS | 3/8" | 45 (21| 2,0 2,7 2,7 0,49]3,8 1,05(4,7 1,14 |54 148|6,0 1,6 | 6,6 1,872 1,88| M [316L 35
UP38M147MT1| 3/8" | 45 |21 | 20| 2,7 | 2,7 04938 1,05|47 1,14 |54 148|641 16|66 1,81|7.2 1,BB8| M Brass
UP38M166MB1| 3/8" | 45 |2,5| 2,2 | 3,8 | 3,8 0,69 |54 1,47|66 1,60 7,6 2,08|85 2,2 9,3 2,55/10,1 2,63 M |303 35
UP38M166MBS | 3/8" | 45 (25| 2,2 | 3,8 3,8 0,69 |54 14766 160 |7,6 2,08|85 2,2|9,3 2,55[10,1 2,63| M [316L 35
UP38M166MT1| 3/8" | 45 |2,5| 2,2 | 3,8 | 3,8 0,69 |54 1,47\ 66 1,60 | 7,6 2,08|85 2,2 9,3 2,55{10,1 2.63| M Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.

FULL CONE NOZZLES - 3/8" - 60°
PERFORMANCE DATA: | Flow Rate Capacity

(3bar) @ @ |factor |1 bar 10 psi [2 bar 30 psi|3 bar 40 psi (4 bar 60 psi |5 bar 70 psi |6 bar 90 psi|7 bar100 psi
Codes: .Conn.| Ang.® Orif. Free| K |LPM GPM |LPM GPM|LFM GPM |LPM GPM |LFM GPM|LPM GPM|LPM GPM Conn| Mater.
UP38Q147MB1| 3/8"| 60 |2,4| 1,9 | 2,7 | 2,7 04938 1,05| 47 1,14 |54 148|601 16|66 1,81|7,2 1,88/ M |303 35
UP38Q147MB5| 3/8"| 60 |2.,4| 1,9 | 2.7 |27 04938 1,05|47 114 |54 148|641 1,6 | 6,6 1,81|7.2 1,88 M |316L S5
UP38Q147MT1| 3/8"| 60 |24 | 1,9 | 2,7 | 2,7 0,49]3,8 1,05(4,7 1,14 |54 148|6,1 16|66 1,81|7,2 1,88 M Brass
UP38Q166MB1| 3/8"| 60 |2,7|2,0| 3,8 | 3,8 0,69 |54 1,47|66 1,60 7,6 2,08|85 2,2 9,3 2,55/10,1 2,63| M |303 35
UP38Q166MBS5| 3/8"| 60 |2,7|2.0| 3,8 | 3,8 0,69 |54 1,47|66 1,60 | 7.6 2,08|85 2,2 9,3 2,55/10,1 2,63| M |316L 55|
UP38Q166MT1| 3/8"| 60 (2,7 | 2,0 3,8 | 3.8 06954 14766 1,60 | 7,6 2,08|85 2,293 2,55(10,1 2,63| M Brass
UP38Q183MB1| 3/8"| 60 |3,2| 2,8 | 48|48 0,87 |68 1,85|83 2,01 |96 2,62(|10,7 2,7 | 11,7 3,20{12,7 3,31 M |303 35
UP38Q183MB5| 3/8"| 60 |3,2| 2.8 | 48|48 0,87 |6,8 1,85(83 2,01 |96 2,62|10,7 2,7 | N7 3,20{12,7 3,31| M |316L S5
UP38Q183MT1| 3/8"| 60 (3,2 | 2,8 | 48|48 087 |6,8 1,85(83 2,01 |96 2,62|10,7 2,7 | 1,7 3,20012,7 3,31 M Brass
UP38Q210MB1| 3/8"| 60 |3.,4|3,0| 6,1 | 6.1 1,10 | 86 2.,34|10,5 2,55 (12,1 3.,31|13,6 3,5 | 14,8 4.05/16,0 419 M |303 35
UP38Q210MBS5 | 3/8"| 60 | 3.4 3,0| &1 | &1 1,10 | 8,6 2,34(10,5 2,55 [12,1 3,31|13.6 3,5 |14,8 4,05|16,0 4,19| M |316L S5
UP38Q210MT1| 3/8"| 60 |3,4| 3,0 6,1 | 6,1 1,10 | 8,6 2,34(10,5 2,55 | 12,1 3,31 13,6 3,5 14,8 4,05(16,0 4,19 M Brass

Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix:
To receive BSPP thread version don't add suffix to the code.
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FULL CONE NOZZLES - 3/8" - 95°
PERFORMANCE DATA: | Flow Rate Capacity

@bar) @ @ |factor |1 bar 10 psi (2 bar 30 psi|3 bar 40 psi 4 bar &0 psi |5 bar 70 psi |6 bar 90 psi|7 bar100 psi
Codes: |.Conn.| Ang.® Orif. Free| K |LPM GPM |[LPM GPM|LFM GPM |LPM GPM |LFM GPM|LPM GPM|LPM GPM Conn| Mater.
UP38V147MB1| 3/8"| 95 |2,3| 1.8 | 2,7 | 2,7 0,49|3,8 1,05/47 1,14 |54 148|610 1,6 | 6,6 1,81|7.2 1,88] M |303 33
UP38V147MB5 | 3/8"| 95 |2,3| 1,8 | 2,7 | 2,7 049|3,8 1,05|47 114 |54 148|610 1,6 | 6,6 1,81|7,2 1,88 M |316L SS
UP38V147MT1| 3/8"| 95 |2,3| 1,8 | 2,7 | 2,7 049|3,8 1,05|47 1,14 |54 148|601 16|66 1,81|7,2 1,88| M Brass
UP38VvVi66MB1 | 3/8"| 95 |2,7| 20| 3,8 | 3,8 0,69 |54 1,47|66 1,60 | 7.6 2,08|85 2,2|9,3 2,55/10,1 2,63| M |303 33
UP38V166MBS5 | 3/8"| 95 |2,7|2,0| 3,8 | 3,8 0,69 |54 1,47|66 1,60 | 7,6 2,08|85 2,2 9,3 2,55/10,1 2,63| M |316L SS
UP38V166MT1| 3/8"| 95 |2,7| 20| 3,8 | 3,8 0,69 |54 1,47|66 1,60 | 7,6 2,08|85 2,2 9,3 2,55{10,1 2.63| M Brass
UP38V183MB1| 3/8"| 95 |3,3 |20 | 48| 48 0,87 |6,8 1,85(83 2,01 |96 2,62|10,7 2,7 | 1,7 3,20\12,7 3,31| M |303 33
UP38V183MB5 | 3/8"| 95 |3,3 |20 | 48|48 0,87 |6,8 1,85|83 2,01 |96 2,62|10,7 2,7 | 1,7 3,20{12,7 3,31| M |316L SS
UP38V183MT1| 3/8"| 95 |3,3| 20| 48|48 0,87 |68 1,85|83 2,01 |96 2,62|10,7 2,7 | 1,7 3.20{12,7 3.31| M Brass
UP38V210MB1 | 3/8"| 95 |3,5| 2.6 | 6,1 | &1 1,10 | 8,6 2,34(10,5 2,55 [12,0 3,31|13.6 3,5 |14,8 4,05|16,0 4,19| M |303 33
UP38V210MB5 | 3/8"| 95 |[3,5| 2.6 | 6,1 | 6,1 1,10 | 8,6 2,34(10,5 2,55 12,0 3,31|13,6 3,5 (14,8 4,05{16,0 4,19 M |[316L 35S
UP38V210MT1| 3/8"| 95 |3,5| 2.6 | 6,1 | &1 1,10 | 8,6 2.,34|10,5 2,55 (12,0 3,31 |13,6 3,5 |14,8 4,05(16,0 4,19 M Brass
UP38V215MB1 | 3/8"| 95 | 4,0 3,2 | 85| 8,5 1,54 |12,0 3,28 (14,7 3,57 [17,0 4,63|19,0 4,8 |20.8 5,67|22,5 5,87 M |303 33
UP38V215MB5 | 3/8"| 95 (4,0 3,2 | 8,5 | 8,5 1,54 |12,0 3,28(14,7 3,57 |17,0 4,63|19,0 4,8 |20,8 5,67 (22,5 5,87| M |[316L S5
UP38V215MT1| 3/8"| 95 | 4,0 3,2 | 85| 85 1,54 |12,0 3,28 14,7 3,57 (17,0 4,63|19,0 4,8 |20,8 5.,67|22,5 5.87| M Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.

FULL CONE NOZZLES - 3/8" - 120°
PERFORMANCE DATA: | Flow Rate Capacity

@bar) @ @ |factor |1 bar 10 psi (2 bar 30 psi|3 bar 40 psi 4 bar &0 psi |5 bar 70 psi |6 bar 90 psi|7 bar100 psi
Codes: |.Conn.| Ang.® orif. Free| K |LPM GPM |[LPM GPM|LFM GPM |LPM GPM|LFM GPM|LPM GPM|LPM GPM Conn.| Mater.
UP38W147MB1| 3/8" | 120 | 2,4 | 1.6 | 2,7 | 2,7 0,49 | 3,8 1,05 47 1,14 |54 148|641 1,6 | 6,7 1,81|7.2 1,88] M |303 33
UP38W147MB5| 3/8" | 120 | 2,4 | 1,6 | 2,7 | 2,7 0,49 | 3,8 1,05| 47 114 |54 148|610 1,6 | 6,7 1,81|7,2 1,88] M |316L SS
UP38W147MTI1| 3/8" | 120 | 2,4 | 1.6 | 2,7 | 2,7 0,49 3,8 1,05| 47 114 |54 148|640 16| 6,7 1,81|7.2 1,83| M Brass
UP38Wi66MB1| 3/8" | 120 | 3,0 | 1,8 | 3,8 | 3,8 0,69 |54 1,47|66 1,60 | 7.6 2,08|85 2,2 9,3 2,55/10,1 2,63| M |303 33
UP38W166MB5| 3/8" | 120 (3,0 1,8 | 3,8 | 3,8 0,69 |54 14766 160 |7,6 2,08|85 2,2|9,3 2,55[10,1 2,63| M [316L 35S
UP38W166MT1| 3/8" | 120 | 3,0 1.8 | 3,8 | 3,8 0,69 |54 1,47\ 66 1,60 7,6 2,08|85 2,2 9,3 2,55{10,1 2.63| M Brass
UP38W183MB1| 3/8" | 120 | 3,3 | 1,9 | 4.8 | 48 0,87 | 6,8 1,85|8,3 2,01 | 9,6 2,62|10,7 2,7 | 1,7 3,20|12,7 3,31| M |303 33
UP38W183MB5| 3/8" | 120 | 3,3 | 1,9 | 48 | 48 0,87 | 6,8 1,85|83 2,01 |96 2,62|10,7 2,7 | 1,7 3,20{12,7 3,31| M |316L SS
UP38W183MT1| 3/8" | 120 | 3,3 | 1,9 | 48 | 48 0,87 | 6,8 1,85|83 2.01 |96 2,62|10,7 2,7 | 1,7 3.20{12,7 3.31| M Brass
UP38W210MB1| 3/8" | 120 | 3,7 | 2,3 | &1 | &1 1,10 | 8,6 2,34(10,5 2,55 [12,1 3,31|13.6 3,5 |14,8 4,05|16,0 4,19| M |303 33
UP38W210MB5| 3/8" | 120 | 3,7 | 2,3 | 6,1 | 6,1 1,10 | 8,6 2,34|10,5 2,55 (12,1 3,31|13,6 3,5 | 14,8 4,05/16,0 4,19| M |316L SS
UP38W210MTI1| 3/8" | 120 | 3,7 | 2,3 | 6,1 | &1 1,10 | 8,6 2.34|10,5 2,55 [12,1 3,31|13,6 3,5 |14,8 4,05(16,0 4,19 M Brass
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UP38W215MB1| 3/8" | 120 | 4.2 | 2,7 | 85 | 8.5 1.54 [12.0 3.28|14,7 3,57 |17.0 4,63|19.0 4.8 |20,8 5,67|22.5 5.87| M |303 55
UP38W215MB5| 3/8" | 120 | 4,2 | 2,7 | 85| 8,5 1.54 (12,0 3,28(14,7 3,57 (17,0 4,63(19,0 4,8 |20,8 5,67|22.,5 5.87| M |316L S5
UP38W215MT1| 3/8" | 120 | 4.2 | 2,7 | 85 | 8.5 1.54 [12.0 3.28(14,7 3,57 [17.0 4,63[19.0 4,8 |20,8 5.67|22.5 5.87| M Brass
UP38W219MB1| 3/8" | 120 | 4.6 | 3.1 [10,9]10,9 1,98 [15.4 4,19 (18,8 4,56 (21,7 593|243} 6.2 |26,6 7,26|28.,7 7.50| M |303 55
UP38W219MB5| 3/8" | 120 | 4,6 | 3,1 [10,9]10,9 1,98 (15,4 4,19 (18,8 4,56 |21,7 5,93 (24,3 6,2 | 26,6 7,26|28,7 7.50| M |316L S§|
UP38W219MT1| 3/8" | 120 | 4.6 | 3.1 [10,9]10,9 1,98 [15.4 4,19 (18,8 4.56 |21.7 5.93 (24,3 6,2 | 26,6 7.26|28.7 7.50| M Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.

FULL CONE NOZZLES - 1/2"
DIMENSIONS & WEIGHT DATA: |

WEISHT DIMENSIONS
Brass 67 g (236 Oz A — 1 WS
Stainless Steel | 63,6 g |2,24 Oz 33 mm 1,3 " 13 mm 0,51 " 22 mm 037"

FULL CONE NOZZLES - 1/2" - 45°

PERFORMANCE DATA: | Flow Rate Capacity
(3bar) @ @ |factor [1 bar 10 psi|2 bar 30 psi|3 bar 40 psi (4 bar 60 psi|5 bar 70 psi|6 bar 90 psi |7 bar 100 psi

Codes: |.Conn.| Ang.” orif. Free| K |LPM GPM|LFM GFM|LPM GPFM |LPM GPM|LPM GPM|LPM GPM | LPM GPM |Conn. Mater.
UP12M174MB1 | 1/2" | 45 |27 | 23| 43 |43 078| 60 1,65| 7.4 1,80 | 85 2,33| 9,6 243|105 2,85 | 13 295 M |303 58
UP12M174MBS | 1/2" | 45 |27 | 23| 43 |43 0,78| 60 1,65| 7.4 1,80 85 2,33| 9,6 243|105 2,88 | 1,3 2,95| M |315L S8
UP12ZM174MT1 1/2" 45 2723 43 |43 078 60 185|744 1,80 85 2,33| 9.6 2,43[10,5 2,86 | 1,3 295 | M Brass
UP12M194MB1 | 1/2" | 45 |3,0]3.0| 5.4 | 5.4 099 7,7 2,09| 9,4 2,28 | 10,8 2,96 12,0 3,09( 13,3 3,63 | 144 3,75 M |303 58
UP12M194MBS /2" 45 300130 54 |54 0099 7,7 2,09 94 2,28 |10,9 2,986 12,0 3,09 13,3 3,683 | 144 3,75| M [316L S5
UP12ZM194MT1 1/2" 45 | 3,030 5.4 |54 0099 7.7 2,09| 94 2,28 10,9 296 12,0 3,09( 13,3 3,83 | 144 3,735 M Brass
UP12M212MB1 | 1/2" | 45 |34 | 3,3| 6.8 | 6.8 1,23 | 9,6 261 |14,7 2,84 | 7.6 2,08| 85 27| 93 2555|100 2.83| M |303 58
UP12M212MB5 1/2" 45 3433 68 | 6,8 1,23 96 280 (11,7 284 | 76 2,08( 85 2,07 9.3 2,55 | 10,0 2,63 | M [316L 5SS
UP12M212MT1 1/2" 45 | 3433 6.8 | 6.8 1,23 98 2460 |11,7 2,84 | 7.6 2,08| 85 247 93 255 | 100 283 | M Brass
UP12M219MB1 | 1/2" | 45 | 43| 43| 109 (10,9 1,98 | 154 4,19 |48,8 4,56 | 7.6 2,08| 85 27| 93 255|100 2,83 M |303 38
UP12M219MB5 1/2" 45 4.3 43 10,9109 1,98 | 154 4,9 (18,8 456 | 7.6 2,08[ 85 2,07 ] 9.3 2,55 | 10,0 2,63 | M [316L 5SS
UP12M219MT1 1/2" 45 | 43| 43109 10,9 1,98 | 154 499|188 456 | 7.6 2,08| 85 247 93 255 | 100 283 | M Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.

FULL CONE NOZZLES - 1/2" - 60°
PERFORMANCE DATA: | Flow Rate Capacity

(3bar) @ @ |factor 1 bar 10 psi|2 bar 30 psi|3 bar 40 psi [4 bar 60 psi|5 bar 70 psi|6 bar 90 psi |7 bar 100 psi
Codes: |.Conn.| Ang.” Orif. Free| K |LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GPM | LPM GPM Conn| Mater.

UP12Q215MB1 | 1/2" | 60 | 40| 33| &5 | 85 1,54 12,0 3,28 |147 357 | 17 463 | 19 483|208 567|225 5.87| M |303 ss
UP12Q215MB5 | 1/2" | 60 | 40| 3,3 | 85 |85 1,54 | 12,0 3,28 14,7 3,57 | 17 463 | 19 483|208 567|225 587| M |316L 55
UP12Q215MT1 | 1/2" | 60 | 40| 3,3 | 85 | 85 1,54| 12,0 3,28 147 357 | 17 463| 19 483|208 567|225 587 M | Brass
UP12Q223MB1 | 1/2" | 60 |52 | 45| 13,6 |13.6 2,47 | 19,2 524|235 5.7 |27 741|303 7,73 33.2 0,07 |350 9,38| M |303 ss
UP12Q223MB5 | 1/2" | 60 |52 | 45| 13,6 |13,6 2.47| 19,2 524|235 5,7 |270 7.41|303 7,73 33,2 9,07 (359 9,38 M |36l 55
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UP12Q223MT1 | 1/2° | 6U |52 | 45| 13,6 [13.6 2,47 | 19,2 524|235 57 |271 741|120 773|332 9,07 |359 938| M | Brass

Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.

FULL CONE NOZZLES - 1/2" - 95°

PERFORMANCE DATA: | Flow Rate Capacity
@bar) @ @ |factor (1 bar 10 psi|2 bar 30 psi|3 bar 40 psi |4 bar 60 psi|5 bar 70 psi|6 bar 90 psi |7 bar 100 psi

Codes: .Conn.| Ang.® orif. Free| K (LPM GPM|LPM GPM|LPM GFM |LPM GPM|LPM GPM|LPM GPM LPM GPM|Conn.| Mater.
UP12V219MB1 1/2" 95 | 47| 3,2 10,9 10,9 1,98 | 15,4 4,19 |18,8 4,56 [ 17,0 4,63 | 19,0 4,83| 20,8 5,67 | 22,5 5.87| M [303 =5
UP12V219MB5 | 1/2" | 95 | 47| 3,2 10,9 (10,9 1,98 | 15,4 4,19 |18,8 4,556 | 17,0 4,63 | 19,0 4,83 | 20,8 5,67 | 22,5 5,87| M [316L 35
UP12V219MT1 1/2" 95 4,7 3.2 10,9 (10,9 1,98 | 15,4 4,19 (18,8 4,56 | 17,0 4,63 | 19,0 4,83 | 20,8 5,67 | 225 587 | M Brass
UP12V229MB1 1/2" 95 | 58| 3,8 | 17,0 [17,0 3,09 24,0 6,55|29,4 7,03 [33,9 9,27| 38,0 9,67| 416 1,35 | 449 1,73 M [303 55
UP12V229MB5 | 1/2" | 95 |58 | 3,8 (17,0 (17,0 3,09 | 240 6,55|29,4 7,03 | 33,9 9,27|380 9,67| 4,6 11,35 | 44,9 11,73| M [316L S8
UP12V229MT1 1/2" 95 58| 3.8 | 17,0 ([1W,0 3,09| 240 455|294 7,03 | 33,9 9,27 (380 9,67 41,6 1,35 | 449 1,73 M Brass
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads

To receive BSPP thread version don't add suffix to the code. NT for NPT threads.

FULL CONE NOZZLES - 1/2" - 120°

PERFORMANCE DATA: | Flow Rate Capacity
(3bar) @ @ |factor |1 bar 10 psi|2 bar 30 psi|3 bar 40 psi (4 bar 60 psi|5 bar 70 psi|6 bar 90 psi |7 bar 100 psi
Codes: |.Conn.| Ang.® oOrif. Free| K |LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GPM|LPM GPM | LPM GPM Conn| Mater.
UP38W219MB1 | 1/2" | 120 | 45| 3,0 | 10,9109 1,98 | 15,4 4,19 18,8 456 | 21,7 593|243 4,08 | 26,6 7,26 | 28,7 7,50 M |303 38
UP38W219MBS | 1/2" | 120 | 4.6 | 3.0 [ 10,9 | 10,9 1,98 | 15,4 4,19 |18,8 4,56 | 21,7 5,93 | 24,3 4,08 | 26,6 7,26 | 28,7 T7.,50| M [316L s
UP38W219MT1 | 1/2" | 120 | 4.5 | 3.0 | 10,9 |10,9 1,98 | 15,4 4,19 |18,8 4,56 | 21,7 5,93 | 243 6,08 | 26,56 7.26 | 28,7 7.50| M | Brass
UP38W229ME1 /2" 120 | 59 | 40 | 17,0 |7,0 3,09| 240 4,55 |294 7,03 33,9 927|380 9,67 41,6 11,35 | 449 10,73| M [303 55
UP38W229MBS | 1/2" | 120 | 5.9 | 4.1 [ 7,0 |17,0 3,00 24,0 4,55 |29,4 7,03 | 33,9 0,27 | 380 067 41,6 11,35 | 44,9 11,73| M [316L S5
UP38W229MT1 | 1/2" | 120 | 5.9 | 40 | 17,0 |17.0 3,09| 24,0 6,55 |29,4 7.3 |33,9 9,27 (380 9.67| 41,6 11,35 | 449 1,73| M | Bras
Nozzles are manufactured in 3 standard threads. In your orders please add after code the suffix: BT for BSPT threads
To receive BSPP thread version don't add suffix to the code. NT for NPT threads.
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